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The ALNW.J can be implemented in a
SERIAL line or CAN network, as SLAVE.

It’s equipped with an emergency button
and 13 physical push-buttons, all with
backlight and status led.

The proportional joystick is designed to
optimize the handling of the machine.

The graphic of the pushbutton is
customizable in color and company logo.
The fixing bracket is included.
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TECHNICAL FEATURES

MASTER CODE ALNW.J

POWER SUPPLY 9-36 VDC / CURRENT ABSORPTION 25mA AT 24VDC (STAND BY MODE)

BUTTONS
TOTAL

18

N. 13 FRONTAL KEYS (WITH INTEGRATED BACKLIGHT AND SPOTLIGHT) 
N. 2 LEFT SIDE BUTTONS (OPTIONAL)
N. 1 RIGHT SIDE BUTTON (OPTIONAL)
N. 1 EMERGENCY STOP BUTTON

JOYSTICK 1 N. 1 PROPORTIONAL TWO AXIS THUMBSTICK WITH PUSHBUTTON

LED
TOTAL

14
N. 10  PROGRAMMABLE SPOTLIGHT LEDS (PUSHBUTTONS INTEGRATED)
N. 2 STATUS LED (GREEN & RED BICOLOR)

CAN BUS 1 PORT 2.0B COMPLIANT - (11, 29 BIT) - ISO 11898 - UP TO 1MBIT/S

CAN BUS PROTOCOLS
CAN OPEN (CIA DS401 DEVICE PROFILE FOR GENERIC I/O MODULE, WITH DS306 EDS FILE)

OPTIONAL: SAE J1939

SERIAL 1 PORT RS232 / RS422 / RS485

CONNECTION WIRED SEE PAGE 2 FOR OPTIONS

WORKING TEMPERATURE -40°C +80°C – DISPLAY: -20°C +70°C
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ELECTRONIC FEATURES

SLAVE USAGE EDS FILE

PROGRAMMING FIRMWARE UPLOAD BY  CAN BUS WITH ALOADER SOFTWARE TOOL

STANDARDS

ELECTROMAGNETIC EMISSIONS EN 61000-6-4// EN 55011

ELECTROMAGNETIC IMMUNITY EN 61000-6-2// EN 61000-4-2/3/4/6

IP BOX IP65

EMERGENCY PUSH-BUTTON EN418

IN ACCORDANCE WITH THE  EN50498 THE DEVICE MEETS THE TECHNICAL SPECIFIC REQUIREMENTS OF 2004-104 DIRECTIVE (AUTOMOTIVE). 
THE DEVICE IS EMC 2004/108 COMPLIANT.

SIZE (mm)

ELECTRICAL CONNECTIONS AVAILABLE

SPIRAL CABLE L = 80 cm (EXTENDED L = 450 cm) - CUSTOMIZABLE LENGTH ON REQUEST

AMP SUPERSEAL 6 PIN CONNECTOR UTG608P SOURIAU CONNECTOR

DIGITAL PUSHBUTTON WITH JOYSTICKALNW.J



0619

ALMEC S.p.A. - Via Torino 196 - 12063 - Dogliani (Cn)

P.IVA/C.F./Reg.Imp.: 02834380046 - Cap. Soc. € 323.400  - Tel. +39 0173 742821 - www.almec.net - info@almec.net

20190627 - Pag. 3/3

FEATURES

MOUNTING BRACKET

INTEGRATED 
MAGNETIC BRACKET

CUSTOMIZABLE 
KEYBOARD GRAPHIC

JOYSTICK
Å OPERATING FORCE : 3.1 N ± 0.5 N
Å AXIS NR.: 2
Å MECHANICAL ANGLE MOVEMENT : 50° for X & Y AXIS
Å LEVER ACTION : SPRING RETURNED ON CENTRE
Å LIMITER PROFILE : SQUARE

CAN VERSION CONNECTIONS

PIN COLOR DESCRIPTION

1 BROWN POSITIVE POWER SUPPLY

2 ORANGE CAN H

3 WHITE NEGATIVE POWER SUPPLY

4 YELLOW CAN L

5 VIOLET EMERGENCY BUTTON DRY CONTACT

6 TURQUOISE EMERGENCY  BUTTON DRY CONTACT

SERIAL VERSION CONNECTIONS

PIN COLOR DESCRIPTION

1 BLACK POSITIVE POWER SUPPLY

2 GREY NEGATIVE POWER SUPPLY

3 YELLOW A-LINE

4 ORANGE B-LINE

5 BROWN EMERGENCY BUTTON DRY CONTACT

6 VIOLET EMERGENCY  BUTTON DRY CONTACT

CONNECTIONS PINOUT

OPTIONAL
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