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MECHATRONICS

AL35R DIGITAL RADIO PUSHBUTTON

The AL35R is a RADIO TRANSMITTER
for safety operation condition.

It's equipped with an emergency
button and 16 physical push-buttons,
all with backlight and status led.

The graphic of the pushbutton is
customizable in color and company
logo.

The fixing bracket and the battery
charger are included.

TECHNICAL FEATURES

MASTER CODE AL35R

POWER SUPPLY 3.7V 2000 mAh Li-ion INTEGRATED BATTERY

TOTAL N. 16 FRONTAL KEYS (WITH INTEGRATED BACKLIGHT AND SPOTLIGHT)
BUTTONS 18 N. 1 LEFT SIDE BUTTONS (OPTIONAL)
N. 1 EMERGENCY STOP BUTTON

TOTAL N. 16 PROGRAMMABLE SPOTLIGHT LEDS (PUSHBUTTONS INTEGRATED)

LED 17 N.1 STATUS LED (GREEN & RED BICOLOR)

868 MHz BAND, 12 CHANNELS, OUTPUT POWER MAX 10mW
RADIO BIDIRECTIONAL LINK, DELAY LESS THAN 50ms (433 MHz BAND ON REQUEST)
HAMMING CODED WITH ERROR RATE LESS THAN 10-8

AUTONOMY UP TO 12 HOURS IN CONTINUOS TRANSMISSION

RECHARGE 2 HOURS (MAX)

CONNECTIONS INTEGRATED BATTERY CHARGER CONNETOR (936 VDC FROM EXTERNAL POWER SOURCE)
WORKING TEMPERATURE -40°C +80°C

ELECTRONIC FEATURES
INTERNAL SYSTEM CONTROL LOGIC MICROPROCESSOR WATCHDOG
CYCLE TIME <10 ms
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AL35R DIGITAL RADIO PUSHBUTTON

STANDARDS

ELECTROMAGNETIC EMISSIONS EN 61000-6-4// EN 55011
ELECTROMAGNETIC IMMUNITY EN61000-6-2// EN 61000-4-2/3/4/6
RADIO SPECTRUM MATTERS CE: ETSI 300.220.1 // ETSI 301.489.1
EMERGENCY PUSH-BUTTON EN418

IP IP65

IN ACCORDANCE WITH THE EN50498 THE DEVICE MEETS THE TECHNICAL SPECIFIC REQUIREMENTS OF 2004-104 DIRECTIVE (AUTOMOTIVE). THE
DEVICE IS EMC 2004/108 COMPLIANT.

40,50 EMERGENCY 74,80

N.1
BUTTONS

N.16 BUTTONS

WITH BACKLIGHT
AND STATUS LED

163

Ll

NOTE: THE BATTERY CHARGER CONNECTOR AND THE RIGHT SIDE BUTTON
MAY BE EXCHANGED ON REQUEST

FEATURES

BATTERY CHARGER with spiral cable included
INPUT: 12/24 VDC

OPTIONAL:
BATTERY CHARGER with spiral cable
INPUT: 220/230 VAC

S

20190627 - Pag. 2/3
ALMEC S.p.A. - Via Torino 196 - 12063 - Dogliani (Cn) % <
P.IVA/C.F./Reg.Imp.: 02834380046 - Cap. Soc. € 323.400 - Tel. +39 0173 742821 - www.almec.net - info@almec.net

BUREAU VERITAS
Certification



N

R A

M=C_

MECHATRONICS

AL35R DIGITAL RADIO PUSHBUTTON

FEATURES
A

MOUNTING BRACKET / f

included

CUSTOMIZABLE KEYBOARD GRAPHIC

INTEGRATED MAGNETIC BRACKET

OPTIONAL

SAMPLE CONFIGURATIONS (AL.MEC PRODUCTS COMBINATION)

TECHNICAL FEATURES  (SEE THE DATASHEET ON WEB FOR MORE INFORMATION) N_M=CZ

MASTER CODE
POWER SUPPLY
2 INPUT

18 OUTPUT

COMMUNICATION

RD.CAN.00 N &

9-36VDC

2 ANALOGIC INPUTS 0..40V
2 DIGITAL OUTPUTS (500mA)

16 CURRENT CLOSED LOOP (UP TO 4A) OR
8 RATIOMETRIC (4A OUT + SIGNAL)

AL35R RD.CAN
1 PORT CANOPEN AND 1 PORT CAN/RS485/422

OPTIONAL: RFID , WI-FI RADIO TRANSMITTER RADIO RECEIVER
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